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전자유량계의 동작원리는 패러데이 법칙에 의한 자기
유도원리에 기반을 두고 있습니다.  일정한 전도체가 
자기장영역을 오른쪽방향으로 움직일 때 전도체의 대
각으로 전압이 발생하며 이 전압은 전도체의 속도에 비
례합니다.  유체안에서 발생한 전압은 내부에 장착되어 
정반대에 위치한 두개의 전극들에 의해서 측정됩니다.  
이렇게 발생된 전압신호는 전기자장흐름의 밀도와 비
례하며 또한 전극사이의 간격과 유체의 평균속도와 비
례합니다. 

측정원리 측정원리 

상수, 하수, 오.폐수  상수, 하수, 오.폐수  

Dosing & Batching Dosing & Batching 

전 원 

정 확 도 

유속범위 

전 도 도  

유체흐름방향  

화면표시 

프로그래밍  

인터페이스  

전류출력  

펄스출력 

주파수 출력  

상태출력  

저유량  cut  off 

외함재질  

방수등급  

케이블 글랜드  

주위온도  

AC220V 60Hz , DC24V 

0.1 - 10 m/s 

Min. 5 micro S/cm 

Bi-direction 

3 lines 16 characters LCD, backlit, actual flow, totalizer, status 

flow velocity, percentage , time 

3 buttons 

RS232 or RS485 for measuring values 

4-20mA, max. 750 ohms 

Active / Passive 

Max. 5 kHz 

High / Low alarms 

0-20%  

Aluminium die cast 

IP65 Standard, IP67 Option 

4 x M20 

 0.5% of actual flow 

-20 C to +60 C

적 용  적 용  

신호 변환기 MFT100 기술사양   신호 변환기 MFT100 기술사양   

식품 식품 

제약  제약  

화학 화학 
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Nominal  flange  pressure 

DN10-150        PN10/16/40   Standard 

DN200-1000    PN10  Standard

DN1200-2000   PN6  Standard 

10A - 1000A  JIS 10K  Standard 

Electromagnetic Flow Sensor MFS2000

PN10  Option 

PN16  Option 

JIS 20K Option 

3/8  -  24  ANSI 150     RF Standard ANSI 300    RF     Option 

Liner 

PTFE          

Polyurethane 

Hardrubber 

DN10-DN600     

DN20-DN600

DN40-DN2000

Electrodes 

Standard          

Option

Stainless steel 316L    

Hastelloy C4,  Titanium,  Tantalum,  Platinum 

Grounding  rings 

Option           Stainless steel 316L,  Hastelloy C4    

Flanges 

Standard         

Option         

St-37  

Stainless steel 304 , Stainless steel 316L  

Measuring  tube 

Stainless  steel  304        

Protection 

Standard      

Option       

IP65  

IP67 / 68  

Electrical  conductivity  

Non-water     

Water       
Min. 5 micro S/cm

Min. 20 micro S/cm  
Signal  cable   

Standard  

Option     
10m 

50m 

Explosion  proof ExmIIT4 ,  ExmdIIBT4  

Temperature  range 
Flow sensor      

PTFE       

Polyurethane 

Hardrubber    

Maximum  pressure 

PTFE       

Polyurethane  

Hardrubber     

Process      Ambient     Compact flowmeter     

With MFT 100 

Process     Ambient      

DN10-150  

DN20-150  

DN40-150  

DN1200-2000  

40 bar  

40 bar   

40 bar   

10 bar   

DN200-600  

DN200-600  

DN200-1000  

16 bar  

16 bar   

16 bar   

기술사양   기술사양   
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-10 to +180  C      

-10 to +80  C      

-10 to +80  C      

-25 to +60  C      

-25 to +60  C      

-25 to +60  C      

-10 to +120 C      

-10 to +80  C      

-10 to +80  C      

-25 to +60  C      

-25 to +60  C      

-25 to +60  C      



유속 대비 유량 비교표   유속 대비 유량 비교표   
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DN 10-150A 

DN 200-600A 

DN 700-2000A 

DL

H

DL

H

Compact System  MFS2000/MFT100C

D
L

H

도면 및 중량 ( 일체형 )    도면 및 중량 ( 일체형 )    
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Remote System  MFS2000/MFT100R

DN 10-150A 

DN 200-600A 

DN 700-2000A 

DL

H

DL

H

DL

H

도면 및 중량 ( 분리형 )    도면 및 중량 ( 분리형 )    
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Electromagnetic  Flowmeter  Sensor  Ordering  Code

MFS 2000 MFS 2000 
Nominal  Diameter 

Nominal  Pressure 

PN6

PN10  

PN16 

PN40

ANSI 150Ib RF 

ANSI 300Ib RF 

JIS  10K  RF

JIS  20K  RF 

System   Design 

Compact 

Remote 

Converter  Model 

MFT 100C 

MFT 100R   

Lining 

PTFE

PFA

Hard  rubber 

Soft  rubber 

Neoprene 

Electrodes 

SS 316 L  

Hastelloy  C4 

Tantalum 

Titanium 

Platinum 

Flange  Material 

St 37- C22 / A 105 

SS  304 

SS  316L 

Protection  Class 

IP65

IP68

Cable  Length  

Compact 

10 m  

20 m 

30 m

50 m 

Special   

None 

Grounding  electrode

Grounding  ring 

Nominal  diameter  

1

2  

3 

4

5 

6

7

8 

1 

2 

1 

2 

1

2

3 

4 

5 

0  

1

2

3

4

0 

1 

2 

0

1

0 

1  

2 

3

5

0 

1

2 

Nominal  diameter  
mm

15

20

25

32

40

50

65

80

100

125

150

200

250

300

350

400

450

500

600

700

750

800

900

1000

1100

1400

1500

1600

1800

2000

2200

2400

2600

2800

3000

Code

150

200

250

320

400

500

650

800

101

125

151

201

251

301

351

401

451

501

601

701

751

801

901

112

122

142

152

162

182

202

222

242

262

282

302
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Electromagnetic  Flowmeter  Signal Converter  Ordering  Code

Type 

Compact ( circle shape ) 

Remote ( square  shape ) 

Power  
AC 220V  60Hz 

AC110V  60Hz 

DC 24V 

Output  
DC 4-20mA / Pulse 

DC 4-20mA / Pulse / RS232  

DC 4-20mA / Pulse / RS485

Electrical  connection 

Protection  class 

IP 65 

IP 67 

G 1/2 

1/2   NPT

A

B

C 

A 

B  

C

A 

B

A 

B 

서울시 금천구 가산동  426-5번지 월드메르디앙 벤쳐센타2차  706호 

씨디아이테크(주)  씨디아이테크(주)  

TEL : (02)2025-8188   FAX : (02)2025-8187

www.cdikorea.com   e-mail : cdi@cdinstech.com

I N S T E C H

MFT 100 MFT 100 

C 

R


